DHB 930C 18D5

Technical datasheet

\Vacuum selection diagram curve Compressor selection diagram curve

2100 2100
1950 == = = 60HzZ ‘ ‘_ - = 60Hz - 1950
1800 50Hz 50Hz L 1800
1650 -4 < 1650

” ~
1500 > ~ 1500
Bl ~ N
1350 —— < 1350
~
”

g 1200 T < 1200

0 - ~

T 1050 - < ~ 1050

= - 0 N
900 A A a 900

> " QC 8 g3

S 750 - 9 “0¢ ~ 750

2 21,3 | OY\@ 16’05 @ 21,3

S 600 L 600

w
450 450
300 4 \Il 18,5 300
150 150

0 0
480 440 400 360 320 280 240 200 160 120 80 40 0 40 80 120 160 200 240 280 320 360 400 440 480

‘mbar Ap Vacuum Compressor Ap mbar,

g a1l
M2
5 /l;\
= M12x25 N
12
| ' ‘
| a0t
"
605 36—
—| B3 533 |
Had

DHB 930C 18D5

50 18,5

345-415A/600-690Y

37,08/21,0Y

1370

-310

320

75

60 21,3

380-480A/660-720Y

39,0A/22,5Y

1650

-300

280

80

Lajac AB | www.lajac.se | Maskingatan 16 | S-702 86 Orebro | Tel: +46 (0) 19 32 00 87 | info@lajac.se




